
- Remote controlled telephone system
- Call control
- external adapter
- no software required

Product code
SKN 300 for:

Instruction manual for
authorized specialized staff

SKN 300

Part A

Part B

Installation Kit EHS Cisco    Part A
electronic hook switch

7940
7941
7960
7961
7970
7971



W
ire

le
s
s
 H

e
a
d

s
e
ts

o
lu

tio
n

 fo
r 

re
m

o
te

 c
o

n
tro

lle
d

 IP
 te

le
p

h
o

n
e

 w
ith

o
u

t m
o

to
r m

a
n

a
g

e
m

e
n

t s
y
s
te

m

- O
p
e
ra

tio
n
: c

a
ll p

ic
k
 u

p
, c

a
ll h

o
ld

 a
n
d
 c

a
ll w

a
itin

g
 u

s
in

g
 re

m
o
te

 c
o
n
tro

l
- C

a
ll tra

n
s
fe

r a
n
d
 c

a
ll p

la
c
e
m

e
n
t u

s
in

g
 re

c
e
iv

e
r h

e
a
d
s
e
t 

C
is

c
o

a
t IP

P
 7

9
x

x
 te

rm
in

a
l w

ith
 a

d
a

p
te

r

N
e

tw
o

rk
 p

lu
g

S
y
s
te

m
 p

o
rt

A
d

a
p

te
rw

ire
fo

r c
o

n
tro

llin
g

(0
,7

5
 m

)

IP
 P

H
O

N
E

 7
9

x
x
 S

e
rie

T
e
rm

in
a
l

c
o

n
n

e
c
tio

n
s
o

c
k
e
t

o
rig

in
a
le

 re
c
e
iv

e
r w

ire
(c

o
ile

d
 w

ire
)

R
e
c
e
iv

e
r

c
o

n
n

e
c
tio

n
s
o

c
k
e
t

W
e
s
te

rn
w

ire
 4

/4
(0

,7
5
 m

)

P
la

n
tro

n
ic

s

C
o
n
tro

llin
g

R
e
c
e
iv

e
r

T
e
le

p
h
o
n
e

m
o

b
il u

n
it

H
e

a
d

s
e

t a
s
s
o

rtm
e

n
t

T
e
l.-H

o
tlin

e
: 0

3
4
1
 8

6
8

4
2

3
0

Z
e

n
tra

l-F
a

x
: 0

3
4

1
 8

6
8

4
2

3
3

E
-M

a
il: in

fo
@

m
o

d
ic

o
m

.d
e

0
4

2
9

9
 L

e
ip

z
ig

S
c
h

ö
n

b
a

c
h

s
tra

ß
e

 6
5

a
     

S
E
R
V
I
C
E
-
 
U
N

D

D
I
E
N

S
T
L
E
I
S
T
U
N

G
S
Z
E
N

T
R
U
M

G
M

B
H

 
L
E
I
P
Z
I
G

C
E
N

T
E
R

C
IS

C
O

 IP
 P

H
O

N
E

7
9
4
0
 S

E
R

IE
S

1
2

3

4
5

6

7
8

9

*
0

#

C
IS

C
O

 IP
 P

H
O

N
E

7
9

4
0

 S
E

R
IE

S

C
IS

C
O

- S
e
v
ic

e
s
 fo

r a
d

a
p

te
d

 s
o

lu
tio

n
s
 -

h
ttp

://w
w

w
.m

o
d
ic

o
m

.d
e

b
a

s
e

-C
S

x
x

/C
A

4
0

v
o

y
a

g
e

r 

w
ire

le
s
s
 H

e
a

d
s
e

t





Adapter EHS SKN 300



final assembly





lift sopport stand halfway

open the phone
(remove 4x bolts)



open the lower side at firstand keep it open with card board



use screwdriver
to open two notches
try several times

move rear panel
in this direction

1. Center
2. 10mm from center

lift rear panel slightly (2 cm; 1 inch)



move rear panel
downwards



put rear panel
down

Adapter
installation side



pull connector



put down
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through port for headset jack

insert EHS adapter
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Adapter
with plug
and jack

Ribbon cabel with
cord grip



insert adapter



insert adapter

EHS-Modul



rear panel
turned

connect
plug and
jack



connect adapter
to socket
on main board



form wire



Location of scroll spring of hook switch

SScroll spring!
tie down helps



attach rear panel,
pull and fit wire



fit wire

lift rear panel slightly
and move into front notches



pull wire to mark



fit cord grip in



bolt together - ready to use
press on sticky stands!!



put wire and EHS modul
underneath support stand
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Function test

mode of operation
is self-explanatory

power supply


